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Operating & Installation 
Instructions 

 
Hydraulic Out / Hydraulic Down 

45k ft.lbs. Outriggers 
 

(This manual is also used for HOHD-FXHD and FXHD-FXHD) 

 
 

 
 

!ATTENTION! 
 

KEEP THIS MANUAL WITH THE CRANE.  OPERATION INSTRUCTIONS ARE 
CONTAINED IN A SEPARATE MANUAL.  NEW OPERATORS SHOULD READ 
AND BE FAMILIAR WITH THE OPERATING INSTRUCTIONS BEFORE 
OPERATING THIS CRANE.   

 
ORDER PARTS USING PART NUMBER, CRANE MODEL NUMBER AND CRANE SERIAL 

NUMBER TO ASSURE ACCURACY OF ORDERS.
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OPERATING INSTRUCTIONS 
 

HYDRAULIC OUT / HYDRAULIC DOWN OUTRIGGER 
45k ft.lbs. 

Before using the crane, the outriggers must be set properly.  Blocking the front wheels of the truck and 
setting the parking brake is advised to prevent the truck from rolling.   
 
The outriggers and jackstands must be firmly set and the vehicle as level as possible.  This will reduce the 
stresses on the rotation drive and keep the load off the vehicle’s suspension.  Keep in mind that the weight 
on the vehicle will shift as the crane and load is rotated. 
 
Check for overhead obstructions and especially for electrical wires.  The crane must always be more than 
10 Feet away from electrical wires. 
 

1. Start the engine and activate PTO. Set the diverter valve to send flow to the outrigger directional 
control valve. A multiple bank directional control valve operates the outrigger extension and jack 
cylinders.  
 

2.  Use the directional control valve levers to extend the outriggers.  Always fully extend the outriggers. 
 

WARNING: Check that everyone and everything is clear of the jacks before they are lowered. The jack 
cylinders will crush anything underneath them. 

 
3. Use the directional control valve levers to extend the jack cylinders.  Lift the truck bed just high 

enough that the tires do not come off the ground and still contact. Use bubble level provided with 
crane as a guide to ensure the outriggers have set the truck level. 
 
The outrigger is set and the crane is ready for use. 

 
WARNING: Do not move the outrigger extension in or out without raising the jack cylinder off the ground.  
Doing this can damage the jack cylinder. 
 

4. Shift the diverter valve to supply hydraulic power to the crane.  Do not change the diverter valve 
until crane operation has ceased.   

 
NOTE:  At no time should the tire on the opposite side from the lifting side be raised off of the ground.  If 
this occurs and you are sure the load is within the rating of the crane's load radius chart, relocate the truck 
closer to the load. 
 
Do not move the truck with the jack cylinders extended.  Bending and breakage may occur.  Retract the 
jack and power extend cylinders completely before moving the truck.    
 
Do not operate the crane until you have read and understand the crane's operation as explained in the 
crane’s owner/operator manual. 
 
To store the outrigger, raise the outrigger jack so that the hydraulic cylinders are fully retracted.  Then use 

the directional valve to retract the power extend sections.
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INSTALLATION INSTRUCTIONS 
 

HYDRAULIC OUT / HYDRAULIC DOWN OUTRIGGER 
45k ft.lbs. 

 
Refer to Drawing “OUTRIGGER MOUNTING LAYOUT”. 
 
Read these instructions completely before starting installation. 
 
This kit includes the outrigger center tube, with hydraulic out section(s), and hydraulic down jack(s). 
 
Before mounting the outrigger center tube, orient the outrigger so that the longer hydraulic out extend 
section is on the same side of the truck as the crane. 
 
IMPORTANT: The outrigger center tube must be supported at the truck frame, at its outer end under 
the crane's structural support, and at the end opposite the crane. The center tube cannot be 
supported by the body sheet metal. 
 
Locate the outrigger as close to the crane as possible.  
 
1.  Set the outrigger with clearance from the truck body, when the pull out or extendable portion will clear 
the body when fully retracted.  position the hydraulic jack cylinders so that they will extend at least 6" below 
ground level when the truck is level. 
 
2.  Fabricate an "L" shaped mounting bracket like the one shown in drawing “OUTRIGGER MOUNTING 
LAYOUT” VIEW A-A (also see “INSTALLATION DRAWING” for center tube dimensions).  The “L” bracket 
is not furnished.  Weld the center tube securely to the “L” bracket, this will provide support for the outrigger 
when bolted to truck’s frame. 
 
3.  Weld the outer end of the outrigger center tube securely to the crane support structure using 4" channel 
or stronger steel bars (refer to drawing “OUTRIGGER MOUNTING LAYOUT”).  This outer end of the center 
tube must be supported to carry the crane load and prevent bending of the center tube, and/or truck body.  
This also should be done below the crane and on the side opposite the crane. 
 
Place labels on the jack cylinder warning of crushing injury.  Check the outrigger for operation.  Especially 
note that the hydraulic lines for the jack cylinders do not get pinched when extending and retracting the 
power extend sections. The outrigger is ready for use! 
 
If you have any questions contact Liftmoore, see contact info on the bottom right of page. 
 
Refer to manufacturer body builder website, for mounting techniques for chassis. 
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HYDRAULIC REQUIREMENTS 
 

HYDRAULIC OUT / HYDRAULIC DOWN OUTRIGGER 
45k ft.lbs. 

 
Read these instructions completely before starting installation. 
 
This kit includes the outrigger center tube, with hydraulic out section(s), and hydraulic down jack(s). Hoses 
for the pump to outrigger connection are not included.  Since this manual is not used exclusively for one 
outrigger, the number of extend sections and the directional valve will be different. A directional valve, a 
diverter valve, hoses and fittings are needed to connect these items.   
 

• Outrigger kit (HOHD-FXHD) includes a three-spool directional valve. With one side fixed. 
This contains outrigger center tube with one power extend sections, two hydraulic jack cylinders 
Ref. Drawing No. 50500 

 
Mount the diverter valve and directional control valves for convenient operation.  The diverter valve is used 
to send hydraulic fluid either to the crane or to the outrigger.  Installation of this valve will prevent inadvertent 
operation of the jack cylinders when the crane is being used. Also, plan the hose routing to the jack 
cylinders.  Clearance must be left to allow these hoses to flex whenever the power extend sections of the 
outrigger are moved in or out from the body. 
 
Note the “In” and “Out” ports on the directional control valve.  Connect the valve “In” port to the pump 
pressure port.  Connect the “Out” port to return flow to the reservoir through a 10-micron filter.     
 
Make up hoses as needed using the “hose” and “reusable fittings” supplied.  Hoses may be switched at the 
valve bank to coordinate the valve lever movement and cylinder direction.   
 
Hydraulic flow to the outriggers should be limited to 2.5 GPM.  At this flow rate the jack cylinder will move 
its 20" stroke in approximately 15 seconds.  Higher flows may result in noisy operation. 
 
Fill with hydraulic oil and bleed air out by fully extending the cylinders.  We use Chevron AW Hydraulic Oil 
46 or equivalent.  When operating for the first time, it is best to extend all cylinders completely without 
stopping.  This will evacuate the air from the cylinder's rod end and less air will be trapped in the rod end if 
this is done.  
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Outrigger 
Model 

Center Tube 
Size 

Outrigger 12K 2.50’’ X 5.00’’X 0.18’’ W 
Outrigger 18K 4.00’’ X 6.00’’X 0.25’’ W 
Outrigger 25K 5.00’’ X 7.00’’X 0.18’’ W 
Outrigger 40K 6.00’’ X 8.00’’X 0.18’’ W 
Outrigger 45k 6.00’’ X 8.00’’X 0.18’’ W 
Outrigger 50K 7.00’’ X 9.00’’X 0.18’’ W 
Outrigger 72K 8.00’’ X 10.00’’X 0.25’’ W 
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SOLIDWORKS

1

2 2X

*P/N 32469 DECAL, CAUTION OUTRIGGERS  QTY 2

ITEMS LISTED WITH * ARE FOUND IN BOX PARTS

D

NOTES:
1 -(DRY TORQUE TO 210 FT-LBS) 

D

*P/N 36013 SCREW, HHC 0.62-11 X 4.00 GR8       QTY 4
*P/N 31054 WASHER, FLAT 0.62 SAE GR8              QTY 4

*P/N 36014 NUT, HEX NYLOC 0.62-11 GRADE 8   QTY 4
*P/N 31054 WASHER, FLAT 0.62 SAE GR8              QTY 4

1

ITEM PART NUMBER DESCRIPTION QTY
1 29865 OUTRIG ASSY 45K 42HOHD-SFXHD 1
2 29847 JACK, HYDRAULIC 45K AH 34"-54" 2

3 29857 BOX, OUTRIG 45K SFXHD 1

WEIGHT: 647.959 Lbs

DRAWN BY 09/15/2025

REVISION DESCRIPTION:

UNLESS SPECIFIED

NYLTRAC 95.5 OAW
DIM. TOLERANCES

.XXX  .005
  .XX  .030
    .X  .100

FRAC.  1/16    
XX°    .5° D SHEET 1 - 2DWG.  NO.REV.

LIFTMOORE INC.

UPGRADE GR8 HARDWARE
39492

PROPRIETARY & CONFIDENTIAL

OUTRIGGER, 45K 42CHOHD-SFXHD
THE INFORMATION CONTAINED IN THIS 
DRAWING IS THE SOLE PROPERTY OF 

LIFTMOORE INC.  ANY REPRODUCTION IN PART 
OR AS A WHOLE WITHOUT THE WRITTEN 

PERMISSION OF LIFTMOORE INC. IS PROHIBITED.

MR 09/15/2025ENG APPR.
AT 09/15/2025CHECK BY

09/15/2025MR

MR

D
REV

1/4" MIN. WELD USE E70 ROD
MACH. PART MIN. 250 RMS

THIRD ANGLE
PROJECTION
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WEIGHT: 647.959 Lbs

DRAWN BY 09/15/2025

REVISION DESCRIPTION:

UNLESS SPECIFIED

NYLTRAC 95.5 OAW
DIM. TOLERANCES

.XXX  .005
  .XX  .030
    .X  .100

FRAC.  1/16    
XX°    .5° D SHEET 2 - 2DWG.  NO.REV.

LIFTMOORE INC.

UPGRADE GR8 HARDWARE
39492

PROPRIETARY & CONFIDENTIAL

OUTRIGGER, 45K 42CHOHD-SFXHD
THE INFORMATION CONTAINED IN THIS 
DRAWING IS THE SOLE PROPERTY OF 

LIFTMOORE INC.  ANY REPRODUCTION IN PART 
OR AS A WHOLE WITHOUT THE WRITTEN 

PERMISSION OF LIFTMOORE INC. IS PROHIBITED.

MR 09/15/2025ENG APPR.
AT 09/15/2025CHECK BY

09/15/2025MR
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D
REV

1/4" MIN. WELD USE E70 ROD
MACH. PART MIN. 250 RMS

THIRD ANGLE
PROJECTION

BY
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 OAL RETRACTED 84.63 

 4
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0 

 50.00 
 92.00 

 TRAVEL 42.00 

 OAL EXTENDED 126.63 

42.00
CYL. STROKE

A

A

SECTION A-A
SCALE 1 : 4

29

PORT B

PORT A

PORT C

PORT D

PORT A PORT B

242X

NOTE:

1  ADD VIBRA TITE TO THE SCREWS, WHEN NOT PRESENT.

P

ITEM PART NUMBER DESCRIPTION QTY
1 29795 OUTRIG, CEN 45K 42CMOHO-SFX WD 1
2 29804 OUTRIG, CURB 45K 42CHOHD WELD 1
3 29817 CYLINDER ASSY HYD OUTRIG 42" 1
4 35383 HOSE, CARRIER 45K ASSY 1
5 29870 PLATE, BULKHEAD 4MJ WELD 1
6 28699 SCREW, HHC 0.25-20 X 0.75 SS 11
7 28690 WASHER, LOCK 0.25 316SS 15
8 33352 WASHER, FLAT 0.25 SAE 304SS 8
9 29813 SPACER, CURB TUBE 45K-LATHE 1
10 35861 PIN, 1.00 DIA X 4.750 LG 1
11 28704 RING, SNAP 1" INTERNAL SS 2
12 34033 PAD, NYLON 0.200 X 4 X 2 CSK 1
13 33950 PAD, NYLON 0.26 X 4 X 3.62 CSK 1
14 28698 SCREW, SOC FH 0.25-20X0.50 V 6
15 26162 SPACER, CEN TUBE 40K REAR-MACH 1
16 32196 PIN, TEARDROP 0.75 X 6.00 1
17 34068 SCREW, HHC 0.37-16 X 0.75 SS 1
18 32367 WASHER, LOCK 0.37 304SS 1
19 34864 CLAMP, BULK HEAD 45K 4H ASSY 1
20 29949 PLATE, BOOM END SUPPORT 5"-4HO 1
21 28833 SCREW, HHC 0.25-20 X 1.25 SS 4
22 16820 PLATE, SPACER BOOM END .50-2HO 1
23 23348 PAD, NYLON 0.20 X 4 X 2.00 TAP 1
24 29691 PLUG, 6MJ PLASTIC 2
25 23512 ADAPTER, CAPNUT #4 2
26 29950 PLATE, SPACER BOOM END .25-4HO 1
27 23389 PLATE, SERIAL NO. MACHINING 1
28 35637 SCREW, DRIVE 0.12 X 0.18  SS 2
29 26044 DECAL, HYDRAULIC INSPECTION 1
30 PFORM150 TIME SHEET OUTRIGGER 45K 1
31 FX-W1822 FIXTURE W1822 1

WEIGHT: 409.23 Lbs

DRAWN 07/11/2025

REVISION DESCRIPTION:

UNLESS SPECIFIED

NYLATRAC - STAINLESS STEELDIM. TOLERANCES
.XXX  .005
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    .X  .100

FRAC.  1/16    
XX°    .5°P
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REV
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PROPRIETARY & CONFIDENTIAL
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WEIGHT: 409.23 Lbs

DRAWN 07/11/2025

REVISION DESCRIPTION:

UNLESS SPECIFIED

NYLATRAC - STAINLESS STEELDIM. TOLERANCES
.XXX  .005
  .XX  .030
    .X  .100

FRAC.  1/16    
XX°    .5°P

SHEET 2 - 3
DWG.  NO.

MTRL: 
REV

LIFTMOORE INC.

REPLACE PAD#33952 WITH #34033 29865

PROPRIETARY & CONFIDENTIAL

OUTRIG ASSY 45K 42HOHD-SFXHD

THE INFORMATION CONTAINED IN THIS 
DRAWING IS THE SOLE PROPERTY OF 

LIFTMOORE INC.  ANY REPRODUCTION 
IN PART OR AS A WHOLE WITHOUT THE 
WRITTEN PERMISSION OF LIFTMOORE 

INC. IS PROHIBITED.

AT ATENG APPR.
MR 07/11/2025CHECKED
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THIRD ANGLE
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WEIGHT: 409.23 Lbs

DRAWN 07/11/2025

REVISION DESCRIPTION:

UNLESS SPECIFIED

NYLATRAC - STAINLESS STEELDIM. TOLERANCES
.XXX  .005
  .XX  .030
    .X  .100

FRAC.  1/16    
XX°    .5°P

SHEET 3 - 3
DWG.  NO.

MTRL: 
REV

LIFTMOORE INC.

REPLACE PAD#33952 WITH #34033 29865

PROPRIETARY & CONFIDENTIAL

OUTRIG ASSY 45K 42HOHD-SFXHD

THE INFORMATION CONTAINED IN THIS 
DRAWING IS THE SOLE PROPERTY OF 

LIFTMOORE INC.  ANY REPRODUCTION 
IN PART OR AS A WHOLE WITHOUT THE 
WRITTEN PERMISSION OF LIFTMOORE 

INC. IS PROHIBITED.

AT ATENG APPR.
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MINIMUM 250 RMS
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ITEM PART NUMBER DESCRIPTION QTY
1 29850 JACK, TUBE OUTER HYD WELD 1
2 29846 CYLINDER, 3.0 X 20.0 X 2.25 JS 1
3 33200 SCREW, HHC 0.75-10 X 6.50 GR8 1
4 30836 NUT, HEX NYLOC 0.75-10 GRADE 5 1
5 29976 PLUG, BOOM HOLE DIA. 1.25 2
6 30889 WASHER, LOCK 0.25 GR5 PLATED 4
7 28557 SCREW, HHC 0.25-20 X 0.75 GR8 4
8 34981 SCREW, HHC 0.25-20 X 5.00 SS 1
9 33352 WASHER, FLAT 0.25 SAE 304SS 6
10 17931 BASE, JACK HYD. 25K OUTRIGGER 1
11 34581 PLATE, CYLINDER MOUNT CNTR MC 1
12 35730 NUT, HEX 0.25-20 SS 2
13 28690 WASHER, LOCK 0.25 316SS 1

WEIGHT: 119.528 Lbs

DRAWN 04/25/2024

DESC:
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DRAWN 04/25/2024

DESC:
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STEP 2
USE 1/4-20 UNC SCREWS
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STEP 3
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WEIGHT: 119.528 Lbs

DRAWN 04/25/2024

DESC:

UNLESS SPECIFIED

 DIM. TOLERANCES
.XXX  .005
  .XX  .030
    .X  .100

FRAC.  1/16    
XX°    .5°K

SHEET 3 - 3
DWG.  NO.

MTRL: 
REV

LIFTMOORE INC.

CHANGE FOOT HARDWARE 29847

PROPRIETARY & CONFIDENTIAL

JACK, HYDRAULIC 45K AH 34"-54"

THE INFORMATION CONTAINED IN THIS 
DRAWING IS THE SOLE PROPERTY OF 

LIFTMOORE INC.  ANY REPRODUCTION 
IN PART OR AS A WHOLE WITHOUT THE 
WRITTEN PERMISSION OF LIFTMOORE 

INC. IS PROHIBITED.

AT ATENG APPR.
DP 04/25/2024CHECKED

04/25/2024ATBY
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K
REV

1/4" MIN. WELDS
USE E70 ROD

MACHINED PART
MINIMUM 250 RMS

THIRD ANGLE
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