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Operating & Installation 
Instructions 

Manual Out / Crank Down 
25k ft.lbs. Outriggers 

!ATTENTION!
KEEP THIS MANUAL WITH THE CRANE.  OPERATION INSTRUCTIONS 
ARE CONTAINED IN A SEPARATE MANUAL.  NEW OPERATORS 
SHOULD READ AND BE FAMILIAR WITH THE OPERATING 
INSTRUCTIONS BEFORE OPERATING THIS CRANE.   

ORDER PARTS USING PART NUMBER, CRANE MODEL NUMBER AND CRANE 
SERIAL NUMBER TO ASSURE ACCURACY OF ORDERS.
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OPERATING INSTRUCTIONS 

MANUAL OUT / CRANK DOWN 
25k ft.lbs. OUTRIGGERS  

Before using the crane, the outriggers must be set properly.  It is advised that the front wheels of 
the truck are blocked and the parking brake set to prevent the truck from rolling.   

Always keep the truck as level as possible when operating the crane.  Set the outriggers on firm 
ground that will not yield under load. 

Check for overhead obstructions and especially for electrical wires.  The crane must always be 
more than 10 Feet away from electrical wires. 

Raise the outrigger detent pin and pull the outrigger out until the pin is engaged in the stop hole. 
Do not use the outrigger unless this pin is fully engaged. There are only two positions for the pull 
out section, either fully retracted or fully extended. 

Manually lower the innermost telescoping portion of the jack by pushing the "U" shaped handle 
down.  This handle releases the pins holding the manual outrigger section in place. The manual 
section is spring loaded, you will need to push jack foot down with your feet. After lowering, pull 
“U” shaped handle up locking jack in place.  Use the jacks crank to lift the truck bed just high 
enough that the tires do not come off the ground and still contact. Set the opposite side outrigger 
using the same method. Use provided bubble level as a guide to ensure the outriggers have set 
the truck level. 

Crank the jack using hex drive feature, this can be done with either manual handle or a power tool. 

The outrigger is set and the crane is ready for use.   

NOTE:  At no time should the tire on the opposite side from the lifting side be raised above the 
ground.  If the tire leaves the ground, relocate the truck closer to the load to prevent this.   

Do not operate the crane until you have read and understand the crane's operation as explained in 
the manual. 

To put up the outrigger, crank the outrigger so that the cranked section is fully raised, then raise 
the manual portion by pushing the "U" shaped handle down, CAUTION jack foot will spring up. 
Ensure the pin engages the manual section and that the handle is in up position.  Lift the detent 
pin and slide the outrigger in.  Ensure the detent pin is engaged into the outrigger.  The outrigger 
can slide out during a sharp turn if the detent pin is not engaged.
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INSTALLATION INSTRUCTIONS 

MANUAL OUT / CRANK DOWN 
25k ft.lbs. OUTRIGGERS 

Refer to Drawing “OUTRIGGER MOUNTING LAYOUT” 

Read these instructions completely before starting installation. 

This kit includes the outrigger center tube, with manual pull-out section, and two crank down jacks. 

Before mounting the outrigger center tube, orient the outrigger so that the longer manual pull out 
section is on the same side of the truck as the crane. 

IMPORTANT: The outrigger center tube must be supported at the truck frame, at its outer 
end under the crane's structural support, and at the end opposite the crane. The center 
tube should not be supported by the body sheet metal. 

Locate the outrigger as close to the crane as possible. 

1. Set the outrigger with clearance from the truck body, when the pull out or extendable portion
will clear the body when fully retracted.  Set the vertical height so that the outrigger will be able to
penetrate at least 6" below the ground.

2. Fabricate an "L" shaped mounting bracket like the one shown on drawing “OUTRIGGER
MOUNTING LAYOUT” VIEW A-A (also see “INSTALLATION DRAWING” for center tube
dimensions).  The “L” bracket is not furnished.  Weld the cross tube securely to the “L” bracket.
This will provide support for the outrigger when bolted to truck’s frame.

3. Weld the outer end of the outrigger center tube securely to the crane support structure using 4"
channel or stronger steel bars. (refer to drawing “OUTRIGGER MOUNTING LAYOUT”). This
outer end of the center tube must be supported to carry the crane load and prevent bending of the
center tube, and/or truck body.  This also should be done below the crane and on the side
opposite the crane.

4. Check the outrigger for operation.  Especially note that the detent pins on the pull out and drop
down sections fully engage in all operating positions.

Place labels on the crank down jacks warning of crushing injury.  The outrigger is ready for use! 

If you have any questions contact Liftmoore, see contact info on the bottom right of page. 

Refer to manufacturer body builder website, for mounting techniques for chassis.
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Outrigger 
Model 

Center Tube 
Size 

Outrigger 12K 2.50’’ X 5.00’’X 0.18’’ W 
Outrigger 18K 4.00’’ X 6.00’’X 0.25’’ W 
Outrigger 25K 5.00’’ X 7.00’’X 0.18’’ W 
Outrigger 40K 6.00’’ X 8.00’’X 0.18’’ W 
Outrigger 45k 6.00’’ X 8.00’’X 0.18’’ W 
Outrigger 50K 7.00’’ X 9.00’’X 0.18’’ W 
Outrigger 72K 8.00’’ X 10.00’’X 0.25’’ W 
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SOLIDWORKS

3

2

1 *P/N 32469 DECAL, CAUTION OUTRIGGER  QTY 2

FILL GAP USING WASHER AS NEEDED
*35617-WASHER, FLAT 0.50 PLATED

(IN BOX PARTS)

JACK INSTALLATION TOP VIEW
CURB SIDE

1

MOUNTING HARDWARE INCLUDED IN BOX PARTS
* 19323-WASHER, FLAT 0.50 SAE GR8 QTY.4
* 29767 WASHER, LOCK 0.50 STAR SS QTY.4
* 30835-NUT, HEX NYLOC 0.50-13 GRADE 8 QTY.4

MOUNTING HARDWARE INCLUDED IN BOX PARTS
* 30816-SCREW, HHC 0.50-13 X 4.00 GR8 QTY.4
* 19323-WASHER, FLAT 0.50 SAE GR8 QTY.4

ITEMS LISTED WITH * ARE FOUND IN BOX PARTS

1

NOTES:

-PRIOR TO USING TORQUE WRENCH, INSERT SPACER WASHERS
(DRY TORQUE TO 90-106 FT-LBS.)

ITEM PART NUMBER DESCRIPTION QTY
1 35380 OUTRIG ASSY 25K 48MOCD-SFXCD 1
2 35870 JACK, CRANK 20K 29"-56" AH 2
3 35406 HANDLE, JACK 20K 13/16 SOCKET 1

4 35382 BOX, OUTRIG 25K 48MOCD-SFXCD 1

WEIGHT: 366.093 Lbs

DRAWN 11/18/2024

REVISION DESCRIPTION:

UNLESS SPECIFIED

94.0" OAWDIM. TOLERANCES
.XXX  .005
  .XX  .030
    .X  .100

FRAC.  1/16    
XX°    .5°A

SHEET 1 - 2
DWG.  NO.

MTRL: 
REV

LIFTMOORE INC.

CHANGE MOUNTING HARDWARE FOR JACK 39523

PROPRIETARY & CONFIDENTIAL

OUTRIGGER, 25K 48CMOCD-SFXCD

THE INFORMATION CONTAINED IN THIS 
DRAWING IS THE SOLE PROPERTY OF 

LIFTMOORE INC.  ANY REPRODUCTION 
IN PART OR AS A WHOLE WITHOUT THE 
WRITTEN PERMISSION OF LIFTMOORE 

INC. IS PROHIBITED.

AT 11/18/2024ENG APPR.
Admin 11/18/2024CHECKED

11/18/2024ATBY

AT

A
REV

1/4" MIN. WELDS
USE E70 ROD

MACHINED PART
MINIMUM 250 RMS

THIRD ANGLE
PROJECTION

PG
. 7
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WEIGHT: 366.093 Lbs

DRAWN 11/18/2024

REVISION DESCRIPTION:

UNLESS SPECIFIED

94.0" OAWDIM. TOLERANCES
.XXX  .005
  .XX  .030
    .X  .100

FRAC.  1/16    
XX°    .5°A

SHEET 2 - 2
DWG.  NO.

MTRL: 
REV

LIFTMOORE INC.

CHANGE MOUNTING HARDWARE FOR JACK 39523

PROPRIETARY & CONFIDENTIAL

OUTRIGGER, 25K 48CMOCD-SFXCD

THE INFORMATION CONTAINED IN THIS 
DRAWING IS THE SOLE PROPERTY OF 

LIFTMOORE INC.  ANY REPRODUCTION 
IN PART OR AS A WHOLE WITHOUT THE 
WRITTEN PERMISSION OF LIFTMOORE 

INC. IS PROHIBITED.

AT 11/18/2024ENG APPR.
Admin 11/18/2024CHECKED

11/18/2024ATBY

AT

A
REV

1/4" MIN. WELDS
USE E70 ROD

MACHINED PART
MINIMUM 250 RMS

THIRD ANGLE
PROJECTION

PG
. 8



SOLIDWORKS

SEE PAGE 2 FOR ASSEMBLY INSTRUCTIONS

RIGHT VIEW
SCALE 1 : 5

ITEM PART NUMBER DESCRIPTION QTY
1 35376 OUTRIG, CEN 25K 48CMOCD-SFXCD 1
2 35379 OUTRIG, CURB 25K 48CMOCD WELD. 1
3 33951 PAD, NYLATRON 0.25 X 3.87 X 2 1
4 33292 PLATE, SPACER BOOM END .25-4HO 1
5 34032 PAD, NYLON 0.20 X 4 X 3.62 CSK 1
6 16820 PLATE, SPACER BOOM END .50-2HO 1
7 28699 SCREW, HHC 0.25-20 X 0.75 SS 2
8 32492 DETENT, INNER ASSY H.D. 4.20" 1
9 29339 SCREW, SET 0.25-20 X 0.37 SS 2
10 23389 PLATE, SERIAL NO. MACHINING 1
11 22406 SCREW, DRIVE, 0.094 DIA X 0.31 2
12 28690 WASHER, LOCK 0.25 316 SS 8
13 33352 WASHER, FLAT 0.25 SAE SS GR304 8
14 28705 SCREW, HHC 0.25-20 X 1.00 SS 6
15 28698 SCREW, SOC FH 0.25-20 X 0.50 SS 4

WEIGHT: 244.660 Lbs

DRAWN 01/26/2024

DESC:

UNLESS SPECIFIED

DIM. TOLERANCES
.XXX  .005
  .XX  .030
    .X  .100

FRAC.  1/16    
XX°    .5°C

SHEET 1 - 2
DWG.  NO.

MTRL: 
REV

LIFTMOORE INC.

CHANGE WEAR PAD ITEM #5 35380

PROPRIETARY & CONFIDENTIAL

OUTRIG ASSY 25K 48MOCD-SFXCD

THE INFORMATION CONTAINED IN THIS 
DRAWING IS THE SOLE PROPERTY OF 

LIFTMOORE INC.  ANY REPRODUCTION 
IN PART OR AS A WHOLE WITHOUT THE 
WRITTEN PERMISSION OF LIFTMOORE 

INC. IS PROHIBITED.

DP 01/26/2024ENG APPR.
MR 01/26/2024CHECKED

01/26/2024ATBY

AT

C
REV

1/4" MIN. WELDS
USE E70 ROD

MACHINED PART
MINIMUM 250 RMS

THIRD ANGLE
PROJECTION

PG
. 9
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STEP 2
SCALE 1 : 20_________
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SCALE 1 : 5
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WEIGHT: 242.151 Lbs

DRAWN 01/26/2024

DESC:

UNLESS SPECIFIED

DIM. TOLERANCES
.XXX  .005
  .XX  .030
    .X  .100

FRAC.  1/16    
XX°    .5°C

SHEET 2 - 2
DWG.  NO.

MTRL: 
REV

LIFTMOORE INC.

CHANGE WEAR PAD ITEM #5 35380

PROPRIETARY & CONFIDENTIAL

OUTRIG ASSY 25K 48MOCD-SFXCD

THE INFORMATION CONTAINED IN THIS 
DRAWING IS THE SOLE PROPERTY OF 

LIFTMOORE INC.  ANY REPRODUCTION 
IN PART OR AS A WHOLE WITHOUT THE 
WRITTEN PERMISSION OF LIFTMOORE 

INC. IS PROHIBITED.

DP 01/26/2024ENG APPR.
MR 01/26/2024CHECKED

01/26/2024ATBY

AT

C
REV

1/4" MIN. WELDS
USE E70 ROD

MACHINED PART
MINIMUM 250 RMS

THIRD ANGLE
PROJECTION

PG
. 10
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WEIGHT: 60.268 Lbs

DRAWN 10/31/2024

REVISION DESCRIPTION:

UNLESS SPECIFIED

DIM. TOLERANCES
.XXX  .005
  .XX  .030
    .X  .100

FRAC.  1/16    
XX°    .5°A

SHEET 1 - 1
DWG.  NO.

MTRL: 
REV

LIFTMOORE INC.

35870

PROPRIETARY & CONFIDENTIAL

JACK, CRANK 20K 29"-56" AH

THE INFORMATION CONTAINED IN THIS 
DRAWING IS THE SOLE PROPERTY OF 

LIFTMOORE INC.  ANY REPRODUCTION 
IN PART OR AS A WHOLE WITHOUT THE 
WRITTEN PERMISSION OF LIFTMOORE 

INC. IS PROHIBITED.

Admin AdminENG APPR.
Admin 10/31/2024CHECKED

10/31/2024AdminBY

Admin

A
REV

1/4" MIN. WELDS
USE E70 ROD

MACHINED PART
MINIMUM 250 RMS

THIRD ANGLE
PROJECTION

PG
. 11
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1

3

5

2 E

4

ITEM NO. PART NUMBER PART DESC
Explo
sions/
QTY.

1 32579 HANDLE, DETENT HEAVY DUTY 1
2 30477 WASHER, FLAT 0.75 GR5 SAE PL. 1

3 15917 PLATE, DETENT STOP H.D. MACHINED 1
4 31892 PIN, ROLL 0.25D X 1.37L - ZINC 1
5 31891 SPRING, DETENT HEAVY DUTY 1

WEIGHT: 1.53 Lbs

DRAWN 09/07/2023

DESC:

UNLESS SPECIFIED

DIM. TOLERANCES
.XXX  .005
  .XX  .030
    .X  .100

FRAC.  1/16    
XX°    .5°E

SHEET 1 - 1
DWG.  NO.

MTRL: 
REV

LIFTMOORE INC.

CHANGE 31888 TO 30477 & MATL CHANGE ITEM #3 (USE UP STK) 32492

PROPRIETARY & CONFIDENTIAL

DETENT, INNER ASSY H.D. 4.20"

THE INFORMATION CONTAINED IN THIS 
DRAWING IS THE SOLE PROPERTY OF 

LIFTMOORE INC.  ANY REPRODUCTION 
IN PART OR AS A WHOLE WITHOUT THE 
WRITTEN PERMISSION OF LIFTMOORE 

INC. IS PROHIBITED.

Admin AdminENG APPR.
MR 09/07/2023CHECKED

09/07/2023ATBY

AT

E
REV

1/4" MIN. WELDS
USE E70 ROD

MACHINED PART
MINIMUM 250 RMS

THIRD ANGLE
PROJECTION

PG
. 12
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